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1-$ekil 1" de gosterildigi gibi dizilimi yapiniz. Cekig yardimi il kodlu segman 60140 no'lu pargayr demir mile gakiniz.
Tekerlekten ve gévdeden gecirerek demir milin diger taraftan qikmasimi saglayimiz.
Set the parts as listed on the figure#1. With the help of a hammer place the part piston ring #80628 to the iron shaft 60140. Make sure the shaft goes

through wheel and the body.

2- Sekil 1.2 de gekil 1 uygulandiktan sonra iiriinii ters evirerek 80628 no'lu segman takozunu sert bir zemine yerlestiriniz. 80602 no’lu segman gakma

aparatini kullanarak cekig v.b. alet yardimi alarak sirasi ile gakimiz.
After applying figure#1 start figure 1.2 by putting the product upside down and make sure 80628 is on the hard surface and nail item#80602 to

#80711 and the rest with the help of a hammer.

3- Sekil 2' de resimde goriildigi gibi 80766 kodlu pargayi 80790 kodlu pargaya takiniz. Bisikletin én tekerinde bulunan demirler ile

Gn gatalda alt bulunan yerl
As it shown in the figure#3 attach item 80765 to item 80766. And place the iron shafts on the front wheel to the spaces on the front fork.

4- Sekil 3'te 8n gatali tekere yerlestirdikten sonra 60002 no'lu vida paraswni her iki taraftan da soldan (2) sagdan (2) vi Vidalarin siki
oldugundan emin olunuz.
After placing the frant fork to the wheel as shown in fig#3 , using item 60002 screw from right and left. Make sure the screws are tighten well,

ikten sonra alt kismi gévdeye monte

5= Sekil 4’ te kodlan belirtilen pargalan diziniz. $ekil 3 te uygulanan &n tekeri 80770-3 kodlu pargaile bi
ediniz. Ust kisimda da pargalan dizdikten sonra sirasiile birbirinden gegirerek son olarak gsvdeye yerlestir
Set the items as shown on figure#4. Get the complete front wheel which was already set in figure#3 use iter
#80762. Continue assembling the upper items in order and then fix them to the body.

0770-3 to fix the front wheel to item
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